
8810 phosphate analyser
for wastewater plant effluent

Applications

Monitoring of the effluent in a wastewater plant

Advantages

No sample filtration required (suspended solids <  50 mg/l
and particles size < 100 µm)

Reactor and photometer cell automatic cleaning

Chemistry based on standard laboratory colorimetric method

Full compensation of sample color, suspended solids and
turbidity

No risk of tube clogging

Original Polymetron double sensor photometer technology
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Specifications

Working principle:
Discontinuous measurement of
phosphate by the molybdate blue
colorimetric methodology

Measuring range :
0–5 mg/l P–PO

4

Detection limit :
< 0.1 mg/l P–PO

4

Frequency :
1 measurement every 15 minutes

Accuracy/repeatability:
< ± 0.1 mg/l P–PO

4

Sample:
1 in standard/up to 6 with 8811
sequencer
Temperature: 3–40°C
(37.4–104°F)
Pressure: 0.5–6 bar
(7.25–87 psi)
Flowrate: 50–300 l/h (10-80 GPH)
Volume : 200 ml/analysis

Rinsing water: 1–6 bar
(14.5–87 psi)
Air Instrument: 5–7 bar
(72.5–101.5 psi)

Installation:
Panel–mount (standard)
Fiberglass wall–mounting or
stainless steel free–standing
cabinet (optional)
Sample: 10/12 mm tubing
Rinsing water: 6/8 mm tubing
Air: 4/6 mm tubing
Inches connectors on request
with sample : 1/2” OD; rinsing :
3/8” OD; air : 1/4” OD

Outputs/alarms:
0–4/20 mA (measurement
signal)
3 relays (2 for low and high
limits, 1 for system alarm)
Sample, reagents, calibration
solution level detectors
RS232

Conforms to European
Directive 89/336/EEC

Wall–mount cabinet (option)

1. Drain
2. Mains/Sample inlet/Rinsing water/
    Air instrument
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AGENTS
For more information on

our sales and service
international network,

please contact us.

Distributor

This publication is not intended to
form the basis of a contract  and the
company reserves the right to amend
the design and specifications of the

instruments without notice.

Polymetron SA
International Headquarters

   33, rue du Ballon
93165 Noisy-le-Grand Cedex

France
Tel : (33) 1 48 15 80 80

Fax : (33) 1 48 15 80 00
info@polymetron.com

Belgium
Lange Group bvba

Ragheno Business Center 2
Motstraat 54

B-2800 Mechelen
Tel. : (32) 15 42 35 00
Fax : (32) 15 41 61 20

Germany
Dr Bruno Lange GmbH

& Co. KG
Prozeβ-Meβgeräte /

Polymetron
Willstätterstrasse 11
D-40549 Düsseldorf

Tel. : +49 211-5288 156
Fax :  +49 211 5288 171

India
Forbes

A 34/35, MIDC Estate
"H" Block

Pimpri, Pune 411 018
Tel. : (91) 212-770-171
Fax : (91) 212-777-049

Italy
Dr Bruno Lange srl

Via Riccione, 14
20156 Milano MI

Tel. : (39) 02 39 23 14 1
Fax :  (39) 02 39 23 14 39

Netherlands
Lange Group

Laan van Westroijen 2a
NL-4003 AZ Tiel

Tel. : (31) 344 63 11 30
Fax : (31) 344 63 11 50

Spain
Lange Group
C/ Araba 45

Apdo, 220
Zarautz 20800

Tel. : (34) 943 89 43 79
Fax : (34) 943 130 241

United Kingdom
Dr Lange UK

Lennox Rd
Basingstoke, Hampshire

RG22 4AP
Tel : (44)  1 256 33 3403

Fax : (44) 1 256 633 0724

USA
Astro / Polymetron

Associated with Hach Co.
P.O. Box 389

Loveland, Colorado
USA 80539-0389

Tel. : (1) 800 227 2648
Fax : (1) 970 461 3920


